roboplanet

Unleash the Power of Mobility
Compact Powerful
Unstoppable
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SPECIFICATIONS

Dimension

Weight

Payload Unloaded
Endurance/Range Loaded

Endurance/Range

Ingress protection

Temperature

Max. Speed [1]
Field Operating Speed Step/
Obstacle’'s H

Slope[2]

Computing Power

LIDAR

Wide-angle Camera

SLAM Mapping & Navigation

Omni-Directional Obstacle

Avoidance[3] Point Cloud Surround

View[4]
Auto Charging
Front/Rear LED Lights

Hot-Swappable Battery

Hardware Interfaces

roboplanet

PUMA M20

082mMmx043 mx 0,57 m
33 kg

15 kg

3h /15 km

25h [12km

IP66

-20°C~55°C

5m/s
2m/s
25cm

45°

Dual Octa-Core 64-bliihdustrial Processors
(16GB+128GB)

x2
x2

Gigabit Ethernet, Power Port (72V )
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Industry-Leading

Performance
() ()
Payload Max. load
15kg 50kg

m»

Endurance Stair-climbing
2.5h height 25cm

.
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Lighter, Faster, Smarter

The all-new PUMA M20 debuts
as a medium-sized, agile, and
portable robot with industry-
leading capabilities for harsh

environments
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Parameters are based on official test data; actual performance
may vary in real-world conditions. www.inmotionrobotic.com

INFO@ROBO-PLANET.COM
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